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FIXTURES

Capacion, starter and other esectrical
components ant strabegically locted and
bt sunk o fthe bousang o increase life

Interral ribbing straclure to pravent
any wall distartion o saggéng

Aky rated poscelain lamp socket

DellaGuard finish, leatusing E-coal
epnay primer and bronze acrylic
powder topooat

Aluminum die cast housing

HIl lamp {metal halids or high
priggune sodium] sipplied with
aach lixlure

Precize refleclor systems using various high
efficiency pre-finsshed reflectar sheets for
aptimized lighting results

Canstan watlags high power Tactor ballast
assemdily is haat sunk o the aluminum
Fousing for increased Fe

Ballast comparimenl covar rasticls access
turing relamping providing adoed satety

Patented imernal hinge azsambly

Alurninurn die cast daor [rame

Tempered gfass kens for
TFAXim impack resiskance

Hiack stainless stiel
caplive fasteners

Efcane gasket 1o asswre a lifetime seal

Stazl and alwminem poles availabée [DeltaGuand finish o match lixures)
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FIXTURES

Flood Light Optics

P35 Geriee, G 1 abova horzomal iCF Series, 20 HH abow horzontal
Thaical alookand i Typical saloakandie
dErihtian &t prage at grade
Standard Floodlight - FS Series Cutoff Floodlight - CF Series
A general purpose floodlight, the FS Series is This cutoff luminaire has an optical system
typically installed with a 45° to 60° tilt above specifically designed to assure maximum main
horizontal to provide a wide coverage of beam projection, while minimizing spill light. It
illumination. The FS Series is ideal for large is generally positioned with a 15-25° tilt
open areas and facade applications. above horizontal to reduce glare and obtain
optimum performance. The CF Series can be
used for parking lots, and outdoor sports
areas (volleyball, tennis courts, etc.).
Parabolic Medium and Narrow Floodlights
PM and PN Series
FM Series, €07 tit aboe horzontal
e The smooth aluminum reflector of both the Medium and the Narrow

optics have the same shape. The difference in their performance is
achieved by varying the reflector material. The Medium Parabolic
Floodlight uses a diffuse reflector; the Narrow Parabolic Floodlight
uses a bright anodized reflector. The PM and PN Series are ideal for
illuminating tall, narrow subjects such as flagpoles, steeples, columns
and signs.

PR Saries. B SR ibave harimnts
Tugicl el pizandie
dwarhitien o prase

Narrow Beam Cutoff Floodlight - CN Series

The specular aluminum reflector of the CN Series provides narrow
vertical and wide horizontal distribution. Recommended tilt of this
fixture is 60° above horizontal. The CN Series is ideal for lighting
sports fields and building facades.

LN Series, 6 9k 2bove hartnartal
Tygical isaloalzandie
dismhtion at rade
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FIXTURES

Area Lighting Optics

WFT Geries, I HR fram horioaeial
Typical sl oalcardie
disnbetion &l prade

Vertical Forward Throw - VFT Series

The VFT Series features a 70° main beam. Inside t
housing, the lamp is tilted 20° from vertical toward
house-side. It provides excellent uniformity and ho
side cutoff, low nadir candlepower and great forwa

PR Geriess, O Bt showve horipontal
Tyaicl Baloakcandie
disbetion i prade

Parking/Roadway Light - PR Series

he The PR Series reflector provides wide side to side and
moderate front distribution. The 16" sq. housing is field-

use- adjustable Type II or Type III. The PR Series is ideally

rd suited for roadway applications, parking areas or for

and lateral distribution. The VFT Series is ideal for use building mounted security lighting.

in wide roadway areas and large parking areas.

AL Series, U7 1L hnom Bovizontal
no shiedd

Ty esaloalcandis
distnbelion al grage

Faund Tube UK Series,
" abwe harimtal
Tygical saloaizandie
dismbation af praze

Sauare Teba OV Series,
1" abszwe hartrartal
Tyical laioaizandie

at grace
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Area Cutoff Light - AC Series

This compact forward-throw reflector has a main beam of 60°+
from vertical (30° from horizontal), providing wide lateral
distribution and improved uniformities. A Backlight Shield accessory
(standard on Wall Mount) permits precise cutoff adjustability. The
AC Series can be used for parking lots, auto sales lots and tennis
courts.

Quadrate Vertical and Horizontal Lamp Post Top Lights
QV and QH Series

The QV and QH Series fixtures are available with two mounting
styles, and provide great quadrate distribution and uniformities with
optimum pole spacings. The QV and QH Series are ideal for parking
lots.
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FIXTURES

Your efforts installing these fixtures are reduced due to three primary design considerations. The first is that all fixtures come
complete with the lamp already inside the fixture. This eliminates the coordination of lamp shipment and assures you that the
right lamp is provided. The second is simplicity of mounting designs. For example, with the 2" Adjustable Fitter, just two set
screws are needed. And they face you, rather than being located on all four sides of the fitter. The third feature is the
patented “internal” hinging system which automatically positions the lens assembly when it is closed. This requires only two
stainless steel screws to secure the lens assembly.

Less Wind Loading
Computer designed optics using compact lamps and superior heat dissipation techniques allow the compact size of our square
housings. Size and shape reduce wind load, resulting in cost savings when determining pole specifications.

Longer Fixture Life
All products are standard with Ruud’s exclusive DeltaGuardR® finish, featuring an E-coat epoxy primer and a bronze acrylic
powder topcoat. The acrylic finish is resistant to the degrading effects of the ultraviolet radiation from the sun and other
environmental factors.

Weather-tight Housing

The aluminum housing is manufactured with the latest die casting technology. This unique styling allows straight wall sections.
The die cast door frame has a high temperature silicone gasket and high impact strength tempered glass lens. The lens frame
is supplied with mounting holes for field-installed accessories.

Structural Integrity

Internal ribbing is designed into the housing to distribute structural loads. This allows the fixture to be mounted in any
operating position without any wall distortion. Typical fixture leaks are eliminated. The internal structure also prevents fatigue
failure of the housing.

The following pages provides the most common Ruud Lighting part number constructions using
the part numbering logic from the chart below. National Stock Numbers (NSNs) have been
assigned to these common configurations. For additional or custom configurations using the
optional constructions available for each series, please contact the DISC Lighting Team at
1-800-DLA-BULB for assistance.

Ruud Lighting Flood and Area Lights
Square Series Catalog Number Logic

I3|F3515—HI

| | | I
Optical Systems Mountings Wallages Voltages
A = Anga Cutalf [pg, 67) 0 = Dinect 04 = 35W (HFS anly) 1 = 1300
CF = Cutoff Flacd {pg. &1) 1 = 1-1/2" Close Pole 05 = 50w 2= 2T
CH = Warrimw Baam Calalf {p, 64) 2 = & Exlendied Fole Of = 7 3 = 208y
FS = Siandard Fiood {pg. 60) 3 = ¥ Agustable Fitar 10 = 100w 4 = N
P = Parabalic Medium (po. £2) 4 = Yoks 15 = 1500 5 = 4V
PM = Parabolic Narrow (pg. 53] 5 = 20° Fixed 17 = 175W (MH only) 6 = 347V {Canada anly)
FH = Parking/Hoadway (pg. G6) G = 172" Adjustabie Fitler 75 o= 250N 0 = Dual-walt (1200277
W = Quadrate Verical {po. B3-65%) A = Without Mounting [haroware) 40 = 4000 b = Quad-walt (1200208240027 7V)
0OH = Uuadrate Harizorial {py. B3-68) {taclony-drilled) B2 = 2500 (227 housing) T i-wolt (120/277/347)
WFT=vertical Forsard Throw (pg- £5) 8 = Squane Tube Centar Tenon o4 = 400 (22° housing) (Canada only)
C = Squara Tubs 4° Canter Direct 09 = 1000W {22 hausing) NOTE: O, M ar T voltage suffix are
i 4" poka) G5 = 1500W {22 hausing) factory 52l at highest vollage.
0 = Sguara Tuba 5° Canter et [MH paly)
[iar 5° pole)
E = Syuara Tuba 6 Canber Dinect
:':r f_i' DD g:. — Lamﬂmllasw
F = Round Tube Cerer Tenon 4 = MelalHilide
H = Round Tube Cerdar Diract 5 = High Pressure Sodium
B = Round Tube OIF-Cantar Tenon
w1 = Found Tube Off-Cenber [inect
U = Indirect Wall {uplight}
W = Wall {inchudes -:al'l rioun| b I—IG HTI N G
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